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1. PRESENTATION OF THE APPLIANCE

1.1. GENERAL

Rotisseries range « Flamboyant » gas powered and electricity at a voltage of 208/230V + earth.

The unit is for professional use and must be used by a professional person.

Before starting any operation, please see these instructions. The carefully kept available near the 
rotisserie

While cooking appliance generates heat and particles of fat.
It is advisable to provide for their installation in premises protected anti-fire and ventilated mechanically
accordance with safety regulations and health standards relating to trades mouths (please check with 
specialized companies and agreed on the benefits of work to be done according to safety standards: 
ventilation (extraction), plumbing (water, gas protection, fire, etc. ...), electricity, building (anti-slip tiles, 
firewall, etc. ...). 

The installation must conform with local codes or, in the absence of local codes, with the National FueGas 
Code, ANSI Z223.1/NFPA 54, Installation Code or natural gas and propane, CSA B149.1 , if any.

The appliance and its individual shutoff valve must be disconnected from the gas supply during any 
pressure testing of that system at test pressures in excess of 1/2 psi (3.5 kPa).

The appliance must be grounded in accordance with local codes or, in the absence of local codes, with the 
National Electrical Code, ANSI / NFPA 70, or the Canadian Electrical Code, CSA C22.2, as applicable

For maintenance and repairs, you must contact the factory, the factory representative or local service 
company.

Reference
Lenght
(inch)

depth
(inch)

Height
(inch)

weight
(lb)

Gas power
(btu/h)

Electricicity

Power 
(W)

Amps

1600.8PG 62 23 1/4 69 7/8 650 181000 670 4,5

1600.6PAG 62 23 1/4 69 7/8 628 136000 590 4

1400.8PG 54 1/8 23 1/4 69 7/8 530 151000 670 4,5

1400.6PAG 54 1/8 23 1/4 69 7/8 510 113000 590 4

1400.6PG 54 1/8 23 1/4 55 1/8 405 113000 590 4

1400.4PG 54 1/8 23 1/4 40 3/8 310 76000 510 4

1160.8PG 45 1/8 23 1/4 69 7/8 430 103000 520 3

1160.6PAG 45 1/8 23 1/4 69 7/8 416 77000 440 3

1160.6PG 45 1/8 23 1/4 55 1/8 330 77000 440 3

1160.4PG 45 1/8 23 1/4 40 3/8 243 52000 360 2,5
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WARNING
Improper installation, adjustment, 

alteration, service or maintenance can 
cause property damage, injury or death. 
Read the installation, operating and 
maintenance instructions thoroughly 
before installing or servicing this 
equipment.

FOR YOUR SAFETY

Do not store or use gasoline or other 
flammable vapors or liquids in the vicinity 
of this or any other appliance.

We advise you to hire a qualified dealer for connection and start of the roasting pan as long as 
reservations are electric and gas conducted by certified companies, authorized by you, and hold 
near the location of the cooking appliance. 

Interventions on electrical parts must be performed by qualified personnel in the compliance
with regulations in force

The company is not liable for damages in case of: 
• incorrect use of the device 
• non-compliance with regulations in force
• proper installation 
• non-compliance with the details regarding the maintenance 
• Any unauthorized changes 
• installation of spare parts unoriginal 
• installing and using the rotisserie different than those provided by the manufacturer

In case of suspicious odors of gas in place of the rotisserie, stop it by closing valves gas supplies and the 
power supply.
If gas odors persist, call the local gas supplier.



gas inlet power input 
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1.2. SITE OF THE MANUFACTURER'S PLATE

The manufacturer’s plate is located on the back right in the middle of the upright.
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1.3. COMPULSORY MARKINGS

STUCK ON THE PACKING AND ON THE FRONT ON THE UNIT
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2. INSTALLATION

• The device must be installed in accordance with regulations and standards, in an 
adequately ventilated . 
This work are at the client cost, that he needs to have done by are a agreed company, near the   
position that the rotisserie is to be enforce them,by companies.

• The new air flow require for the combustion is : 20,7 ft3/h per 1000 btu/h of the calorifique flow.
• The gas supply must be turned off at the supply bottle LP gas (propane) when the unit is not used.

2.1. SETTING UP

2.1.1.  UNPACKING
Unpack the rotisserie that is circled, filmed and fixed on palette.

2.1.2.  INSTALLING THE UNIT NEXT TO WALLS AND APPLIANCES
The unit with glace door open should be placed at a distance 
minimum of ¾’’ to adjacent walls.

2.1.3.  APPLIANCE EQUIPPED WITH WHEELS
The device must be placed on a perfectly level ground and locked 
in a stationary position for use and et le stockage.

2.1.4.  ENVIRONMENT
The device should not be installed near the steam,grease (frying,…),
projections of water, high températures or other adverse condition.
Do not install this unit under unprotected combustible surfaces.
Keep the area of the machine free, and free of combustible materials.

2.2. GAS CONNECTION

Connect the rôtisserie to the gas supply, with interposing a block valve to isolate this one from the
rest of the installation.
The gas supply conduct will be sized to minimize losses. Its diameter will be determined according
to its path (length, number of bends, tees ...) and of the total power of the rotisserie.

"Check that the adjustments correspond to the natur e and pressure of gas distributed in the
installation".
CAUTION : The pressure regulator (Maxitrol) supplied with this unit must be set according to the 
gas used.
To check the gas supply pressure to the unit simply connect a manometer to the
water column on the pressure tapping located on the connection side of the unit gas when all the 
burners are ignited.
The gas pressure measured and must be equal to that shown on the rating plate for the gas used
Supply valves gas rotisserie require no adjustment for extra service life.

2.2.1. GAS CIRCUIT DIAGRAM



2.2.2 POSITION OF THE INJECTOR, THERMOCOUPLE AND RING AIR 
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FIXED

2.2.3.  FIXED INSTALATION – MOBILE INSTALATION
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Connection type union 1 or 2

The use of TURBOGAS or similar in professional fixed instalations,willpermit a total liberty in the conception of
the kitchen.

MOBILE
.

The conception of a kitchen with mobile gas appliance is possible thanks to a tamdem of TURBOGAZ –
TUSHGAS or SIMILAR.

FLEXIBLE PIPPING IN THE SHAPE OF U

Measure of the gas flow under 20 mbar in kW/h PCI(natural gaz)

• The hose must not touch a hot wall
• For safety, please install a shorter cable or chain than the gas pipe between the rotisserie and a 

fixed wall.
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2.3. ELECTRICAL CONNECTION

Verify that there no errors of CONNECTION .

• Power supply: 230V~60Hz.

• Check if the electric voltage of sector corresponds to the characteristics indicated 
on the nameplate affixed to the bottom left of the rotisserie.

IN ALL CASES, CONNECT THE EARTH WIRE.

THE UNIT IS SUPPLIED IN SINGLE PHASE + EARTH.

WARNING
Grounding

This appliance is equiped with a three-
prong(grounding) plug for your protection 
against against shock hazard and should be 
plugged directly into a properly into a properly 
grounded three-prong receptacle. Do not cut 
or remove the grounding prong from this plug. 
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2.4. SMOKE EVACUATION TYPE: A

• The device is intended to be installed under a hood with ventilation.

• A removable deflector can be positioned above the rotisserie on the opening of top.



3. ADAPTATION OF THE UNIT IN CASE OF PASSAGE OF A GA S TO ANOTHER

The appliance is automatically set at the factory depending on the gas specified to the command

3.1. CHANGE OF INJECTOR.
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« radiant » burner

Ring setting
the primary air

clamping rings

nut for 90 ° bend

Pipe gas supply

90° bend

nut for 90 °
bend

Injector holder Injector

inlet air sleeve

3.1.1. DISASSEMBLY OF THE INJECTOR

_ Remove the left outer panel
_ Loosen the nut 90 ° bend on the pipe gas supply
_ Remove the ring setting the primary air
_ Remove all, 90 ° bend , injector holder and injector, by unscrewing completely this all
_ Unscrew and remove the injector with a key

3.1.2. MOUNTING OF THE INJECTOR

_ Screw thoroughly the injector (without straining) on the injector holder with a key
_ mount all, 90 ° bend , injector holder
_ Set the position of the ring of the primary air
_ Tighten the nut 90 ° bend on the pipe gas supply
_ Make a complete test of leak of the gas circuit
_ Remit the outer panel

3.2. ADJUSTING OF THE PRIMARY AIR

Simply adjust the opening of the ring of air based for gas used (see rated E chapter 2.2.2.)

3.3. ADJUSTING OF THE MAXITROL REGULATOR







3.4. FLOW SETTING REDUCED  AND IDLING ADJUSTMENT
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3.4.1.  FLOW SETTING REDUCED

Connect a pressure gauge on the pressure tap and adjust the required pressure using the
adjustment screw of flow reduced:

SEALING THE SETTING

3.4.2. IDLING ADJUSTMENT

Put the knob of the gas valve on position "minimum"
Connect a pressure gauge on the pressure tap and adjust the required pressure using the
adjustment screw of idling:

SEALING THE SETTING



* Open the primary air: see position of the ring primary control chapter 2.2.2. 
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MODEL CARACTERISTIC Natural Gas ( 7 ’’ wc) Propane Gas ( 11 ’’ wc)

1160

Heat output in BTU/h 10500 9500

Injector identification 165 115

Injector diameter in mm 1,65 1,15

1400

Heat output in BTU/h 15500 14000

Injector identification 180 130

Injector diameter in mm 1,8 1,3

1600

Heat output in kW 18500 16500

Injector identification 190 140

Injector diameter in mm 1,9 1,4

3.5. TABLE SETTING OF A BURNER






















